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MODELS AFFECTED: Piper Model PA-20 Serial Numbers 20-553 thru 20-600 incl.,
20-602 thru 20-623 incl., 20-627 thru 20-631 incl., 20-633 thru 20-641 incl.,
20-643 thru 20-649 incl., 20-651, 20-654, 20-656, 20-660 and 20-662, also,
Model PA-22 Serial Numbers 22-1 thru 22-33 incl., 22-35 thru 22-37 incl.,
22-43, 22-51, 22-53 and 22-54.

It is imperative that the battery box lids on the above listed airplanes be
inspected for proper clearance between the battery box lid and the battery terminals in
accordance with the following instructions.

Remove the battery box lid, hold in inverted position and compare with the
sketches below:

Angle Spotweld to Inside of Lid

Lids of the type construction shown in Sketch No.
rework.

No. 1 are satisfactory without
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FOUR ANGLES SPOTWELD TO INSIDE OF LID

BEND TAB

DOWN AND

HAMMER FLAT

CUT ANGLE ON

WOODBLOCK

THIS LINE

THIS LINE

I

BEND TAB

DOWN AND
HAMMER FLAT

SKETCH #2

Lids of the type construction shown in Sketch No. 2 must be reworked as indicated.

An appropriate entry shall be made in the Aircraft Log Book when this inspection has been made.

End.
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