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NEW PIPER

AIRCRAFT, INC. VSP - 118
DATED: April 19,1999  (S/M)

VENDOR SERVICE PUBLICATION

TO: Al Piper Domestic and International Distributors, Authorized Piper Service Centers and publication
subscribers,

SUBJECT: Distribution of: TEXTRON LYCOMING SERVICE INSTRUCTION NO. 1267C, “PISTON PIN

PLUG USAGE”.
MODELS AFFECTED: SERIAL NUMBERS AFFECTED:
All Textron Lycoming Piston Engines All Textron Lycoming Piston Engines
with 5 1/8 inch Cylinder Bores with 5 1/8 inch Cylinder Bores
Note:

A guide to the “Model and Serial Number Affected” is listed on the next
page. This should be used as a guide to determine applicability, however,
if your serial number or model is not listed here, and you have an engine
with 5 1/8 inch cylinder bore, consult with Textron Lycoming using the
model and serial number of the engine.

COMPLIANCE TIME: In accordance with the attached TEXTRON LYCOMING Service Instruction
S11267C, “Piston Pin Plug Usage”. Check the attached publication for compliance time.

PURPOSE: To provide distribution of TEXTRON LYCOMING Service Instruction Sl 1267C , “Piston
Pin Plug Usage”.

ATA: 7232
+2926 PIPER DRIVE - VERO BEACH, FLORIDA 32960 - TEL 561.567.4361-
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Lycoming SERVICE
Ol sa INSTRUCTION

570/323-6181

DATE: February 26, 1999 Service Instruction No. 1267C
(Supersedes Service Instruction No. 1267B)
Engineering Aspects are

FAA Approved

SUBJECT: Piston Pin Plug Usage
MODELS AFFECTED: All Textron Lycoming engines with 5-1/8 inch cylinder bore: O-320;
I 10-320; 0-340, O, IO, HO, LO, LIO, AIO, HIO, TIO, VO and IVO-360;
i GO, VO and TVO-435; GO, GSO, IGS0-480; 0,10, VO, TIO, TVO, TIVO

and IGSO-540; TIO and TIGO-541; 10-720.

TIME OF COMPLIANCE: Any time piston pin plugs are replaced.

There are three different piston pin plugs currently used in the above mentioned models of Textron Lycoming
aircraft engines. The various plugs fit interchangeably; however, both plugs in a cylinder must be of the same
part number. To preclude the possibility of mixing two different plugs in a cylinder and to simplify plug replace-
ment, at the next piston pin plug replacement, plug P/N LW-11775 should be replaced with P/N 72198. In a
complete engine piston pin plug replacement, all plugs should be replaced with P/N 72198. See the illustrations
for allowable replacements.

v NOTE
Although piston pin P/N LW-14077* was designed to accommodate the P/N LW-11775 plug,
P/N 60828 and P/N 72198 plugs may be used with P/N LW-14077 pins. Follow the replacement
applications listed below.

Piston pin plug replacement is mandatory during engine overhaul and care should be exercised to be sure the

B clearance between the plug and piston is not excessive; normal fit is .0002L/.0015L, service maximum .0025L.
CAUTION
I Both pin plugs in a cylinder must be of the same part numbers and must be replaced in accordance

with the illustrated applications. Coat thrust face of plugs with Texaco Tuban 140 or other pre-
lubricant before assembly. See latest edition of Service Instruction No. 1059 for approved lubri-

cants. 5665

1.1247
1.1242 ////////
- 7
P/N 60828 ALUMINUM P/N 72198 ALUMINUM BRONZE P/N LW-11775 ALUMINUM
PISTON PIN PLUG PISTON PIN PLUG PISTON PIN PLUG
In individual cylinders, replace both Replace both plugs in cylinder Remove from servicé. Replace
with P/N 60828 Piston Pin Plugs. In with P/N 72198 Piston Pin Plug. both pin plugs in cylinder with
complete engine, replace all Piston Pin Plug P/N 72198.
with P/N 72198.

Chart Showing Section Thru Piston Pin Plugs
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Service Instruction No. 1267C
NOTE
For O-320-E2A, when piston pin P/N LW-14077 is installed, a logbook entry is required.

* — Piston pins P/N’s 69650, LW-12383, LW-13444 and LW-13446 are all superseded by piston pins P/N
LW-14077 and LW-14078; see latest edition of Service Instruction No. 1340 for parts information.

NOTE: Revision “C” removes P/N LW-11775 piston pin plug from service.
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