S.A. 31T-15

- PIPER CONSIDERS
COMPLIANCE MANDATORY
PIPER

FAA Approved September 5, 1984
INFORMATION CRITICAL TO FLYING SAFETY

EXECUTIVE OFFICES PIPER AIRCRAFT CORPORATION

T0: Piper Corporate Aircraft Centers and T-1040 Owners
SUBJECT: Circuit Protector Panel Moisture Shield Installation
MODEL AFFECTED: SERTAL NUMBERS AFFECTED:

PA-31T3 T-1040 31T7-8275001 through 31T-8275012, 31T-8275014

through 317-8275017, 31T-8275025 and 31T-8375001
through 31T-8375003

COMPLIANCE TIME: Within the next 100 hours of operation or at
the next scheduled maintenance event, whichever
occurs first.

PURPQSE :

To provide material and instructions to install a moisture shield over the circuit
protector panel in the area under the pilot entry/exit door.

This shield will protect the circuit breakers from moisture damage and potential
loss of essential electrical systems.

INSTRUCTIONS:

Contained in Circuit Protector Moisture Shield Installation Kit Piper Part Number
765 125.

MATERIAL REQUIRED:

One (1) each per aircraft Circuit Protector Moisture Shield Installation Kit, Piper
Part Number 765 125.

AVAILABILITY OF PARTS: Your Piper Field Service Facility
EFFECTIVITY DATE: This Service Release is effective upon receipt.
SUMMARY :

Please contact your Piper Field Service Facility to arrange for compliance with the
provisions of this Service Release in accordance with Compliance Time, above.

PIPER AIRCRAFT CORPORATION, LOCK HAVEN, PA., U.S.A 17745 TEL. (717) 748-6711 TELEX 44428450
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